
TA2 Firmware installation 

The process to install firmware into your 
AEM Infinity TA2 ECU will take 4 steps. 

1. Download and install Infinity Tuner TA2 
version 

2. Create a user account on 
Aeminfinity.com 

3. Register your Serial number under your 
account 

4. Download and install firmware into your 
ECU 
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Software Download –Infinity Tuner TA2 
• Current version of the TA2 specific software is available for download 

from AEM’s TA2 website: www.aemelectronics.com/TA2 
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http://www.aemelectronics.com/ta2


TA2 Firmware Download 

After you install Infinity Tuner, head to 

www.aeminfinity.com to create an 

account to download the firmware for the 

ECU. 
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http://www.aeminfinity.com/


Infinity TA2 Product Registration -Create 

Account at www.aeminfinity.com  
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http://www.aeminfinity.com/


Infinity TA2 Product Registration 
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Infinity TA2 Product Registration 
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Infinity TA2 Product Registration 
Infinity TA2 ECUs are shipped without 

firmware installed. Firmware can be 

downloaded once the ECU is 

registered. 
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Infinity TA2 Firmware Download 

Download only the firmware for your engine type.   

Camaro 

Mustang 

Challenger 

 

Your TA2 spec calibration/map is automatically 

loaded with firmware. 
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TA2 Firmware installation 

• Connect the USB cable to the laptop and the 

small port on the ECU 

• Turn on Master power on the car 

• Turn on ignition power 

• Launch Infinity Tuner software (as Administrator) 

right click on the Tuner icon and select Run as 

Administrator.  
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TA2 Firmware installation 
When you connect to the TA2 Infinity ECU for the first time, the screen will be 

blank.  “MUST LOAD pakgrp FILE TO CONTINUE will be in the upper right. 

Next, click “Target” and choose Upgrade Firmware 
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Infinity TA2 Product Registration 
This is the Firmware Upgrade Dialog Box.  Your firmware number will be shown on the left.  

Just click “Begin” 
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TA2 Firmware installation 
Click the “Begin” button.  This will start a 

progress bar which will update with various 
tasks.  At one point it will ask for ignition 
power to be switched off.  Please comply 

and switch only ignition power off.  At other 
point it may ask to remove battery power.  
Switch off ignition and remove the main 
ECU connector for 2 seconds and then 

reconnect and switch on ignition.  Once this 
is complete, the system will power up and 
the ECU will have the Camaro, Mustang or 
Challenger map loaded and ready to start. 
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TA2 Firmware installation 

Go to Layout and choose Open Layout 

Next, select TA2_508.itlyt 

This will open the software to view and 

edit the engine maps. 

 

Your engine is now ready to start. 
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